UPC-3005

Type Approved SerialLineSplitter

Input: RS-232, RS-422, NMEA0183

15-30VDC Signal 3XRS-232
POWER Input output
’_1_‘ I
slolslslslslolslsle UPC3005 Specification:
UPC3005 is a serial line splitter
- with 5RS422 outputs and 3 RS232
o | T . L outputs.
INPUT | Tx6 Tx7 Tx8
The power supply and signal input
- . galvanic isolated from the outputs.
TX | "Write transmitting | ommror .
INST. | instrument here." | O™o-ave The power;upply and both inputs
are galvanic isolated from the
DIN UPC-3005 —— R
U Serial EMIREOWER - Specification:
® L 1 INPUTA ®|
L O Rs2%2 O Power - main: 15-30V DC, 2W
[ Splitter [ Rs-422 Power - secondary: 15-30V DC, 2W
IEC60945 Input A& B: 1-20V, 0,5mA min.
IEC61162-1 C4.
25 1EC611622 High Speed Data Speed: 1Mbps.
O Qverliiid as Outputs 1-5: 5xRS-422, 50mA max
Outputs 6,7,8: 3x RS-232
Tx1 Tx2 Tx3 Tx4 Tx5 (Outputs are Short-Circuit Protected)
+ - + - 4+ - + - + -
Module-box with DIN-rail mounting
00|00 |0 |0|0|0|@ Dimensions in mm: L-130 x H-50 x W-80
l |
5x RS-422 outputs (each max 50 mA)
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UPC-3005 SLS Dimensions

DIN-RAIL
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